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(57) Abstract: The invention relates to a method and device for packeting time-synchronous data during transmission in a packet 
data network. Several time-synchronous links (1..5) exist in said packet data network, for which data packets are periodically sent 
in a recurrent manner. According to the invention, the beginning of data transmission of a link (N) is selected in such a way that the 
data packets of various links (1..5) are distributed in relation to time (t) in an evenly distributed manner as possible. If transmission 
links (IPS1, IPS2) with said distributed data packets are combined to form a transmission link (IPS3), said data packets are subject 
to little or no delay (tv). 
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(57) Zusammenfassung: Es wird ein Verfahren und eine Anordnung zur Paketierung zeitsynchroner Daten bei einer Ubertragung 
in einem Paketdatennetz angegeben, wobei im Paketdatennetz mehrere zeitsynchrone Verbindungen (1..5) bestehen, fur die Daten- 
pakete periodisch wiederkehrend versendet werden. ErfindungsgemaB wird derBeginn der Datenubertragung einer Verbindung (N) 
derart gewahlt wird, dass die Dalenpakete der verschiedenen Verbindungen (1..5) ira Bezug auf die Zeit (t) moglichst gleichverteilt 
sind. Werden Ubertragungsstrecken (IPS1, IPS2) mit solcherart verteilten Datenpaketen auf eine Ubertragungsstrecke (IPS3) zu- 
sammengefasst, so kommt es zu keinen oder nur geringen Verzogerungen (tv) von Datenpaketen. 



